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Helvetica Condensed Bold
(Caption always center to the logotype)

O INEINER TOPAZ S
Model No.: MT-GW-DYLM24D6 CAUTION

FOWQF [CULIIYHN AC 100-240V 50/60HZ A RISK OF ELECTRIC sHock A

(ELDIE TR 2007.06
5 WARNING: TO REDUCE THE RISK OF ELECTRONIC SHOCK.
Serial No.: DO NOT REMOVE COVER (OR BACK).
NO USER-SERVICEABLE PARTS INSIDE.
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Kk kg kk Kk gk kg Kk This device complies with part 15 of the FCCirules.

i Operation is subject to following two conditjons:
(1) This device may not cause harmul interferenge, an

U (2) This device must accept any interference received, includin
c us C interference that may cause undesired operation. For usade of tf
1
1

power adaptor refer to the User's Mahual.
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32" LCD HDT
B 1366 x 768 Native Resolution
B 8 ms Fast Action Response Time “
B 1200:1 Dynamic Contrast Ratio R s
B 500 Nits (Typical) Gross Welght 2171k 1 479 os
B 16.7 Million Display Colors
B 16:9 Screen Aspect Ratio
B 170° (H)/170° (V) View Angle
B Full Function Remote Control o
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